
Monotrack 9100  and 9100M 
Ceiling Mounted Installation Instructions Ð Single Track 

1. Lay track out on the floor in squarely in its position. Trim if necessary and 
insert curtain hooks and end plugs into ends of track where required. Raise 
track off the floor if necessary to avoid skirting etc. 

2. When square, mark positions for ceiling mount clips. Clips should be spaced 
approximately one metre apart starting approx. 100mm from each end. This 
can be achieved by using either a plumb bob or a laser line. If neither of 
these options is available holding the track up on the ceiling will suffice 
although it will require more sets of hands. 

3. Fix ceiling mount brackets using appropriate fixings; ie screws for attaching to 
grid or hollow wall anchors for gyprock ceiling where no stud/beams are 
available.  

NOTE: If using ceiling mount brackets with two holes it is important to get the 
bracket parallel to the track, if not, the track will not go into the bracket. 

4. Insert track into ceiling clip brackets. If track wonÕt go into brackets easily use 
a mallet hammer to gently knock the track in. 

5. Pin track to brackets. Use 1/8 drill and 19mm 8 gauge screws through the 
hole in one side of each ceiling mount bracket. Ensure track is pushed into 
ceiling mount bracket as far as it will go before pinning. 

 

 

 
 


