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Series 90
Monotrack

rigid maMing rail, show
|V equipment and curte

Ildeal for use in hospital
casualty, intensive care,
retirement homes, dental
and doctor surgeries for
flexibility of bed space. The
Monotrack moving rail

system enables flexibility

and use of IV equipment.

This manual covers the architectural specificati

complete component reference,

component

applications, installation instructions and sugg

layouts. Also features |V equipment

loaders for curtains.
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architespwraaficat

SERIES 9MONOTRACK RIGID RAIL BEDSCREEN
SLOTTED TRACK FOR MOVING RAIL S

MINI MONOTRACK FOR SHOWER CUB

IV (INTRAVENOUS) EQUIPM

CURTAIN CASSETTE SYSTE
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architectusal

SERIES 9000 MONOTRACK (BE

The Series 9000 Monotrack is manufactured from aluminium and av
white epoxy finish (refer components page for track colour and leng
38mm height and 20mm width overall. This is suspended on aluminit

from the structural ceiling and fixed at the height shown on drav

TRACK SECTIC

wwegeg

20mm

Windoware s solid Monotrack can span to a |
from wall to wall without having any suppo
time and money. The solid Monotrack can be
or suspended.

Can be suspended
or ceiling mounted
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architectusal

SLOTTED MONOTRACK

Slotted Monotrack is used to operate a moving rail system allowing you to

change cubicle sizes.

TRACK SECTION

wwegeg

20mm

Track section 10369/Silver 10370/White (6m

lengths only) is 38mm in height and 20mm in width
overall. Main front rails and head rails are slotted to
allow for movement of the trolley, which allows you
to connect the rigid rail Monotrack Series 9000.

When ordering tracks, don t forget the
track sockets and curtain hooks
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architectural

MINI MONOTR

Mini Monotrack manufactured from aluminium, available
Monotrack is suited for shower trackin

finish, this Mini

TRACK SECTIC

wwgeg

20mm

Track section 10371/Silver 10
(6m lengths only to be 25mm h
20mm width overall. Manufact
aluminium in clear anodised or v
finish, can be suspended or ¢

Standard sizes are avail
Im x 1m or 2m X Z
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architectural

IV (INTRAVENOUS) EQUIPMENT

The oval installation is good for operating rooms and inft
complete freedom of movement around beds wherever it
intravenous feeding.
The IV Carrier is fitted with 2 nylon wheels and is const
point suspension system with a stainless steel safety ho{
carrier body.

MONOTRACK WITH
IV CARRIER

The intravenous track and carrier are normally supplied
shape track in half the width of the bed. This then allows
drip systems to drop to the patient without interference.

IV CARRIERS

IV Tree Carrier IV Tree Carrier Self Locking IV Troll
10497 Silver 10498 White 10499 Silver IV TREE

Five Point IV Tree
Adjustable, 10500
900mm Extension
and 10501
1200mm Extension.
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architectusral

CURTAIN CASSETTE

The curtain cassette is designed to allow a quick al
curtain. The cassette sits 70cm from the end of the t

curtains can occur in one eas

These Curtain Cassette Loaders make bedscreen cub
quick and easy. Sturdy aluminium box section matct

1. Insert curtain swivel hooks into. Place Cassette into the bridcg
Cassette insert locating against post insid

3. Withdraw release knob to assist 4. Draw the curtain along the
final locking of insert remove the curtain, reverse the
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technitcel

COMPONENT APPLICATION AND INFORMATION

11

Dig A

(A)

SOLID TRACK
Series 9000 Solid Monotrack for rigid rail tracking
systems. This solid Monotrack is extruded from

aluminium, suitable for high strength spanning. Stan
finish is clear anodised and white expoxy finish is al@
available. Can be bent or supplied pre-bent to
specifications. Available in 4.0m, 6.0m and 7.4m len{

I
SLOTTED TRACK
Series 9000 Slotted Monotrack for moving rail tracki ‘ 1
Is extruded from aluminium, standard finish is clear \
white epoxy finish is also available. Available in 6.0 i
Slotted track is made to accommodate the trolley, thg i l
moving rail system. This track cannot be bent, to ach

you Il need to join a section of solid monotrack to thg

INTERNAL TRACK JOINER

A two piece joiner complete with four scre
manufactured from aluminium which gives |4
The internal track joiner once in position,|d
interfere with the runners in the track.

Refer to Diagram A for accurate marking of
drilled for clearance for screws.

Note: This joiner is to be used for the Solid
only.

Iltem No 10375 Silver

JOINING SPLICE

A right angle 40cm track joining splice is used W
track and Series 9000 Monotrack. Constructed f
firm, rigid join. Can also be fitted with a singl|e
suspension. Also used for butting up a straight t
track (A). The joining splice is screwed to the|to}
give the appearance of the tracks being one piecd \
butting up of straight track, don t forget the end Sy

Iltem 10384 Silver
Iltem 10385 White A
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COMPONENT APPLICATION AN

SINGLE PWDANGER ASSEMBLY
The single point hanger fixes to the top of the
track using a 12mm No. 6 countersunk self-
tapping screw. The suspension tube is locked
in with a grub screw.

Item No 10403 Silver
Item No 10404 White

TWO POHNNGER ASSEMBLY
The two point hanger assembly |fixes to the
top of the Monotrack using a 4.5mm No. 6
self-tapping screw. The suspension tube is
locked in with a grub|screw.

Item No 10405 Silver
Item No 10406 White

VEE HANGER ASSEMBLY
The vee hanger assembly is used where a standard
vertical drop is required and additional support to
prevent sideways movement of the track. Note:
Always ensure the maximum angle is 30deg
between vertical and angled suspension tube. A
swivel mount bracket (Item No 10407) is best used
on the other end if fixing direct to cedling.

Iltem No 10401 Silver
Iltem No 10402 White

SUSPENSION TUBE CEILING COVER

The suspension tube ceiling cover is supplied
complete with rubber grommets.|It grips onto
the suspension tube and holds the cover in
place. The function is decorative, used to cover
the suspension collar and give a/neat finish to

the finished installation.

Item No 10408 Silver
Iltem No 10409 White
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COMPONENT APPLICATION AND INFORMATION

Front Side

Side

\ Swivel
Mount

Bracket

13

TROLLEY ASSEMBLY

The trolley is the key to the unique functi
moving rail system. Precision manufactur
of operation. The nylon wheels are compl
bearings and neoprene tyres. When fitting
to solid track, it must be secured top and
the track. Use a 12mm No. 6 self tapping

Iltem No 10410

TRACK END STOP
The track end stops are manufactured frof
available in grey and white. The end stop
off the end of the Monotrack and to keep
eliminate dust entering the track. Always
with a self tapping screw used as a right
Note: (A) This end cap is fixed to the side

Iltem No 10386 Grey Item No 10387 White

CEILING MOUNT CLIP

These clips are used for flush mounting of
the track to a ceiling. Manufactured from

aluminium. Screw directly into the ceiling
Then the track clips directly into the brack
As an added safety precaution, a bolt can |b
passed through the track and the bracket tio
secure installation.

WALL BRACKET (SIDE FIX)

The wall bracket is constructed from
steel. Fixes to the top of the track with a
75mm projection.

10398 Silver

10399 White

SWIVEL MOUNT BRACKET
This bracket is used where the suspension tube i
fixed to a stopped fixing point or you are using\ e
Hangers this avoids the need to bend the tube.

10407 Silver
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installiamtsorructi

SERIES 9000 MONOTRAC
SLOTTED TRACK
MINI MONOTRACK
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Installation

SERIES 9000 MONOTRACK

As in the case of all hanging methods, solid fixing must be available at t
required positions which should be ascertained prior to the finished ceilin
almost every case, some preparation is necessary, and it is advisable to N
builder prior to installation

I
i

Timber at batten level directly above the screen rail for the vertical rod a
to the vertical rod penetration for the angle rod if required (angle must nd

Preparation is seldom required but light fittings and ceiling fans should b
consideration at the planning stage.

Air conditioning ducts, pipes etc, in the area above the ceiling sometimes
to fabricate special brackets for the support hangers. Ceilings in existing[

provide for the man holes to gain access. If is not possible to secure soli
battens may be necessary.

It is not recommended that hangers be supported from suspended grids, excH
strength has been provided for in the Architect s specifications.

For T joins use either a track socket
or a track end stop

FIGURE 1: T-Joins

The recommended track

height is 2100mm from floor
to bottom of track unless
) otherwise indicated. Walls

KEY

and ceilings should be Straight Track
FIGURE 2: FIGURE Bnspected at contact

positions to ensure that

fixing is available at the Bend in Track

shown height.

X

Suspension Poi

oy

15

FIGURE 4:
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Installation

SERIES 9000 MON(

WITH SUSPENSION TUBE HAN
i) Put rail into position required and support

ii) Then screw the hanger assembly into the c¢
are securely fastened. Use ceiling anchors ¢
to screw directly to timber or som

iii) Then calculate the height required of t
ensure the is at the correc

iv) Hold the track up to where the tubes are
mark on the rail where the hanger assembly to
places.

v) Then screw the hanger assembly to the
Loosen alan key scre

vi) Now Ilift the track to the height required a
tubes into the hanger assembly and tighten th

vii) If a dome is required to cover the hang
ceiling this must be placed on the tube priol
track to the hanger t

1¢€
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Iinstallation

SLOTTED TRACK

1 Track Height

The recommended track height is 2100mm from floor to the
bottom of the track, unless otherwise indicated.

The main front rail and the head rail on the wall must be parallel
and it may be found, particularly in the case of long runs in
existing buildings, that the head rail may have to be packed out
to maintain a true line.

2 Consult the layout plan

Consult the layout plan to determine positions of wall shoes
and/or side fix brackets for support of main front rail. When the
main front rail is assembled, remembering to insert trolleys prior
to locking up, it may be laid out on the floor directly below its
ultimate fixed position. Determine hanger positions on the
ceiling, and plumb onto rail for fixing positions of hanger
connections. Fix ceiling anchors in pre-determined positions and
attach hanger connections to rail. Attach hanger tubes to ceiling
anchors and lift rail to required position, support on stilts if
necessary. Cut tubes to length and tighten up in hanger collars
with 3mm alan screws.

3 Connection of Moving Rail to Trolley Shoes

During the installation of supporting
rails, that is main front rail and parallel
bed rail, place trolleys in appropr
rails and locate them in position
opposite to one another. When
installation of rails is complete,
measure the distance between the
centre lines of each rail. This
measurement is the cutting length
the monorail to be inserted into tr
shoes.

One end of the monorail is slid up

the end of the trolley shoe to its |

and care must be taken to hold rai

same angle of shoe and not to exe

any downward pressure. Next, lift

end rail to the opening in bottom or
opposite trolley shoe.

17
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installation

SLOTTED TR/

4 Where moving rails t

Item No 10405 Where Moving rails traverse past a ceiling hang
point hanger plate (Item No 10405) should be use
to join main front rail a right angled joiner should
as a joiner and hanger combinati

Recommended traverse of the moving rail is
between pairs of beds. If moving rails are reqt
Iltem No 10401 ends of wards, it is recommended that a V Hanger
used in the centre of the main rail to offset pos:
Then the vertical leg of the V Hanger should
position wuntil the moving rail is travelling freel\

HANGER SUPPORT SHOULD NE\
FURTHER THAN 600mm FROM /

5 When the installation is

Moving rail traverse should be care
and traverse stops tightened in co
positions on both head and front ra

traverse distance is the same on
ensure traverse distance is the same

All ends should be cut square, pref
circular power saw and carefully de-I
joining. Inaccurate joins must be rec

free travel of trolley and curta

Monotrack

Slotted track

Slotted track

1¢
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installation

MINI MONOTRACK

1. Attach track socket onto wall
counter sunk screws.

Track socket

g

Shower wall

3. Insert curtain hooks into track.

19

witB. Cut track with hacksaw to suit
size.

N B
For extra
support yo
can use a
ceiling brac
or suspende
tube.

4. Drop rail into socket into each
then fasten with counter sunk scre

TraK

Shower wall
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suggebdedut

TYPICAL WARD LAYOUT
BENDS AND SETS
TYPICAL TWO BED LAYOU
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suggecsteada

TYPICAL WARD LAYOUT

corridor

Figure 1 - Single Room Wighure 2 - Two or Four bed mobile
corridor window and door
screened with one track.

Figure 3 - Two rails parked at end can be used for economy screening of twH
continuous centre bed. Head rail must be continuous. Corridor rail required
and horizontal brace.

\

All bends 250mm radius

V<
NS 1350
0° to 90F%\
bends |\\ 1350
1000mm
minimum I
<t ---mmmmmmmmmmmees B> I



KEY

Straight Track

Bend in Track
|

Support Brack

X

Suspension Poi
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suggecsted

TYPICAL TWO BED

Install all Monotrack to a detail drawing selectil
added. Examine walls and ceilings to determine
available.

Where false ceilings are used above ceiling pre
be done. Track is supplied in 4, 6 and 7.4 metr
with bends to your specifi

Form configurations on ground then attach to pre
brackets and ceiling hangers (use plumb line).
joins on the long length of the

All bends should be supported by

Solid Monotrack can stand up to 3 metres in si

fixed wall to wall, no supports a
FIGURE 1 FIGURE 2 FIGURE 3
FIGURE 4 FIGURE 5

FIGURE 6 FIGURE 7

FIGURE 8 FIGURE 9
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componenmesen

SERIES 9000 MONOTRACK COMPON
MINI TRACK AND COMPONEN
IV (INTRAVENOUS) EQUIPME
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monotrack

QUICK REFERENCE GUIDE

IMAGE ITEM No DESCRIPTIONIZE COLOUR/FINISH

MONOTRACK HOSPITAL SERIES

1036
1036/
1036
1036 ¢
1036
1036

Silver

Series 9000

Monotrack

Rigid Rail
(Bedscreen Ra

10364 Silver

Slotted Track
Moving Rail

1037(

1037

Mini Monotrac
Shower and Cubfcle
Track

103773

1037 Silver

Suspension Tullic

10374

10374 Internal Track J

10384 Silver

Joining Splice

10384

1038¢
Track End Stog

1038

1038§

Monotrack
Track Socket

= =
o o
w w
© ")

Mini Monotrac
Track Socket

1039




IMAGE

ITEM No
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monotrack

MONOTRACK HOSPITAL SERIES

1037¢§
1038(
1038

Cassette Load{

DESCRIPTIOMNIZE

QUICK REFERENCE

COLOUR/FINISH F

10374
103813
1038

1039¢

1039

10397

1039

10394

103949

10394

1039

1040(

1040

1040

1040

1040

[N
o
I
o

1040

Cassette Loadd

Wall Mount
Bracket

Monotrack
Ceiling Mount
Clip

Mini Monotrac
Ceiling Mount
Clip

Steel
Wall Bracket

Swivel Curtain

Vee Hanger
Assembly

Single Point
Hanger
Assembly

Two Point
Hanger
Assembly

Top
Left Hand Silver 1
Right Hand
Top
Left Hand 1
Right Hand
Silver 20
20
Silver 20
White 20
Silver 20
White 20
75mm Proje( Silver 20
20
pboks 300
Silver 10
10
Silver 10
White 10
Silver 10
White 10

2 (
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monotra

QUICK REFERENCE GUIDE

IMAGE DESCRIPTION

ITEM No

MONOTRACK HOSPITAL SERIES

1040
104084
10404
- |

IV EQUIPMENT

1049
IV Tree
Carrier
1049
Self Locking .
- B o o
1050(

Suspension Tul
Swivel Mount

Silver

Suspension Tul
Ceiling Cover

Trolley
Assembly

Silver

sion White

900mm Exte

5 Point IV Tre

1050 1200mm Extefnsion White

2 [
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WESTERN AUSTRALIA
289 Hancock Street,
Doubleview WA 6018
Phone 08 9446 1198
Fax: 08 9446 5350

Email:
alltracks@bigpond.com

Website:
www.alltracks.com.au




